
Value 4 money: 

• Ensure a limited time to market 

    - Optimize the Return on Investment 

    - Minimize the cost of ownership 

    - Support the system with managed services. 
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PRODUCT REFERENCES

BARRIER GATE TYPE PARTNUMBER 
XGATE 2.5M XP12025/P001 
XGATE 3.0M XP1203/P001 
XGATE 3.5M XP12035/P001 
XGATE 4.0M XP1204/P001 
XGATE 5.0M XP1205/P001 

Barrier Gates (2.5 – 5 m) 
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OPTIONS 

• AUTOMATIC OPEN IN CASE OF POWER FAILURE 
(ADJUSTABLE WITH PRESSURE SPRINGS) 

• ARTICULATION KIT (2.5–4m) 
• FIXED SUPPORT (4 – 5m) 
• FIXED SUPPORT W. ELECTROMAGNET (4–5m) 
• SWINGING SUPPORT (4-5m) 
• ROUND ARM (DIFFERENT CONNECTOR) 
• LIGHT SETS (LED, alternating RED/GREEN) 
• BOOM MISSING CONTACT (2.5-4m) 
• RECEIVER FOR RADIO REMOTE CONTROL 
• EASY CONFIGURATOR SOFTWARE (REQUIRES TCP/IP 

MODULE) 

CHARACTERISTICS 

• ALUMINUM HOUSING 
• DIE-CAST AND LASERED STEEL COMPONENTS 
• REMOVABLE FRONT DOOR 
• EASY TO REMOVE HOOD 
• DOUBLE POWDER COATING (RAL9005/9006) 
• OTHER RAL COLORS ON REQUEST 

Arm length (m) 2.5 3 3.5 4 5 
Housing (mm) L 360 x W 300 x H 1100 
IP RATING IP54 
MAX. Power 
(W) 

180 85 80 75 195 

Power  88-264V / 47-63Hz- 1.4A max. @230Vac 
Temperature         -30°C to +70°C 
Barrier Weight 
(kg) 

57 58 58 59 60 

Arm effective 
(m) 

2.28 2.78 3.28 3.78 4.78 

Arm weight 
(kg) 

3.8 4.5 5.0 5.8 10 

Arm dim. (mm) 100 x 25 100 x 50 
Round ARM Optional (Diam. 60mm) NO 
Arm Support NO OPTION MUST 
Arm Connector LEFT/RIGHT USABLE 
Articulation OPTION NO 

SPEED SETTINGS 
• PRE-DEFINED SPEED SETTINGS 
• 3 DIFFERENT SPEEDS PER ARM LENGTH 
• POWER REVERSAL: SELECTABLE 

ARM 
(m) 

FAST 
(s) 

STANDARD 
(s) 

SLOW 
(s) 

2.5 0.9 1.3 1.8 
3.0 1.3 1.8 2.5 
3.5 1.8 2.5 3.8 
4.0 2.8 3.8 4.5 
5.0 3.8 4.5 5.5 

MOTOR CHARACTERISTICS 

• ENERGY SAVING CONCEPT 
• POWERFUL BRUSHLESS 24V DC MOTOR 
• PLANETARY MULTISTAGE GEAR 
• 3 SPEEDS 
• ROTATION SPEED CONTROL 
• END POSITION DETECT WITHOUT LIMIT SWITCH 

LOOP DETECTORS 

• 3 BUILT-IN SINGLE CHANNEL LOOP DETECTORS. 
• CONFIGURABLE HOLDING TIMES, 
• HIGH OR LOW FREQUENCY SETTING 
• 8 SENSITIVITY LEVELS. 

FUNCTIONAL 

• 6 MULTI-FUNCTIONAL AND CONFIGURABLE OUTPUT 
RELAYS (MAX 24V/1A) 

• ADJUSTABLE OPENING ANGLE (> 55° IN STEPS OF 5°) 
• ARM: CONNECTOR IS USABLE LEFT/RIGHT WITHOUT 

MODIFICATION 
• SERVICE COUNTER 
• PRE-WARNING SETTINGS FOR ARM MOVEMENT 
• DIRECTIONAL LOGICS PROGRAMMING 
• EXTENSIVE ERROR MESSAGING (FAULT FINDING) 

COMPLIANCY 

• TEMPERATURE: -30°C / +70°C 
• WEATHER PROOF (IP54) 
• RoHS Compliant 
• CE APPROVAL 

Directive Reference 
Machinery Directive 2006/42/EG 
Low Voltage Directive 2014/35/EU 
EMC-Directive 2014/30/EU 
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